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Automatic Camera 

Tracking System



HD Camera Auto-Tracking System
 

 

GONSIN’s high definition automatic camera tracking system is 

elaborately designed by adopting international advanced 

technology. It is used with discussion system together. It can 

automatically track spokesman. The high definition automatic 

camera tracking system consists of HD vedio camera tracking 

matrix, HD video conference camera and HD video signal 

switcher. It makes high quality and smooth image.

 

HD Video-Conferencing Camera

 
GX-HD3300 

Features

◆ 

◆ Low noise,high signal-to-noise ratio 

◆ Wide range, high speed, low noise pan / tilt operation

◆ Full HD and multiple format video output

Image quality is high definition and super clear. 
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                                                                     Camera, lens

Image Inductor

Effective Pixels

Video Signal 

Zoom rate

Angel of view

 Sensitivity

White balance

Focus

Iris  

Gain control

Balance Compensation

Signal-to Noise

                                                              Input/Output interface

HD interface（Optional ）

Control signal interface

Control signal format 

Power interface

                                                               General Specification

Performance

Control mode

Power adapter

Power Supply

Power consumption

Storage temperature

Operating temperature

Dimensions

Weight

Environment

Installation

1/3” High quality HD CMOS inductor

Motion picture:16:9，2.07megapixel

Static picture:16∶9, 2.1megapixel

1080P60/50/30/25 、1080I60/50、720P60/50/30/25

18 x optical,f=f＝4.7～84.6mm

Wide:55°,Tele:3.8°

1.8Lux

Auto/Manual

Auto/Manual

Auto/Manual

Auto/Manual

Auto/Manual

>50dB

DVI、 HD-SDI(3G)

8pins mini DIN

HEC3800 socket

Auto pan scan：±120°，Auto flip:-30°～+90°

Pan speed：1-80°/s，Tilt speed：1-50°/s

Preset speed：Pan speed：40°/s，Tilt speed：30°/s

Preset：  128 positions

RS232/485，VISCA/Pelco-D/Pelco-P

AC110V-AC220V→DC12V/2.5A

DC12V(DC11.5-DC12.5V)

18W(Maximum)

-10 ℃～60 ℃

0 ℃～45 ℃

265mmX144mmX171mm

1.9Kg

Indoor

Desk top,Indoor ceiling or wall mount

Start bit:1   Data bit:8   Stop bit:1   Baud rate:9600/4800/2400bps

Specifications
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Model

                                                                             Character

Speed

Compatible bitstream 

Balance ability

Clock recovery

                                                                                  Input

Signal type

Interface form

Resistance

Reflection loss

Channel number

                                                                                 Output

Signal type

Interface form

Output amplitude

DC offset

Signal overshoot

Signal jitter 

Resistance 

Channel number

                                                                            Control type

Serial control interface

Date bit

Stop bit

 

Allowable control port

                                                                          specifications

Power supply

Power

Storage temperature

Operating temperature

Relative humidity

Mean time to failure(MTTF)

baud rate and protocol baud rate

Structure of serial control interface 

GX-SDI0808(3G)

Maximum：3Gbps

143Mbps～3Gbps

100m @3G（Belden 1694A）

Optional

SDI/HD-SDI/3G-SDI signal

BNC

75Ω

>18dB 5MHz-3GHz

8 Channels

SDI/HD-SDI/3G-SDI signal

BNC

800mv±5%

0V±0.5V

0V±0.5V

< 0.2 UI

75Ω

8 Channels

RS232，9- pins female D-type interface 

9600

8

1, no parity 

2=TX，3=RX，5=GND

PC and GONSIN conference system.

100VAC ~ 240VAC, 50/60 Hz, The adaptive power supply

≤40W

-20 ℃ ~ 60 ℃

-10 ℃ ~ 55 ℃

20% ~ 95%

30,000 Hours

GX-SDI0808(HD)

Maximum：1.5Gbps

143Mbps～1.5Gbps

SDI/HD-SDI signal

SDI/HD-SDI signal

 
 

 
GX-SDI0808(3G)/ GX-SDI0808(HD)

◆ 

SD: 525i @ 59.94Hz, 625i@ 50Hz

HD: 720p @ 23.98Hz / 24Hz / 25Hz / 29.97Hz / 30Hz

720p @ 50Hz / 59.94Hz / 60Hz

1080i @ 50Hz / 59. 94Hz / 60Hz

1080p @ 23.98Hz / 24Hz / 25Hz / 29.97Hz / 30Hz

3G: 1080p @ 50Hz / 59.94Hz / 60Hz

◆ SMPTE standards supported: 259M-C, 292M, 424M, 425M 

level A and level B

◆ One SDI loopout port

◆ OSD and menu for operation interface

◆ Autodetects HDMI EDID info for optimal source-to-screen 

communications

◆ Supports asymmetric conversion of all formats

◆ Blue screen alarm for signal loss

◆ Manual VGA output 720p/1080p resolution selection 

◆ SDI embedded audio conversion to HDMI output

◆ AV（CVBS）signal output（PAL/NTSC optional）

◆ Allows remote controller for selection of forced output mode

SDI input formats: all formats are supported.

SDI to HDMI Converter

 
KV-CV180

Specifications

Features

HD Video Camera Tracking Matrix
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Input socket

Input signal type

Input resolutions supported

SDI signal range

SDI impedance

SDI coupling type

SDI jitter (typical values)

Max. input cable length

Note: Test result of cable length may be different subject to different types of cables.

SDI loop output

HDMI output

AV(CVBS) output

VGA output

Frequency bandwidth

Dimensions (mm)

Power supply voltage

1×BNC SDI

SD-SDI(270Mbps),HD-SDI(1.485Gbps), 3G-SDI(2.97Gbps)

525i 59.94, 625i 50

720p 23.98/24/25/29.97/30/50/59.94/60

1080i 50/59.94/60

1080p 23.98/24/25/29.97/30/50/59.94/60

0.8Vp-p

75Ω

AC Coupling

SD-SDI≤0.1UI HD-SDI≤0.2UI 3G-SDI≤0.4 UI

Belden 1694A: SD-SDI 400m, HD-SDI 200m, 3G-SDI 140m

 

1×BNC SDI

1×HDMI

1×BNC

1×VGA

165MHz / HDMI 1.3 standard compliant

154×119×36 (W×D×H)

5-24VDC

Technical Specifications

Connection Diagram

 

High Speed Dome Camera

 
GX-2200H

Speed dome specifications

Power supply                    

Power consumption     

Preset                           

Auto tour                         

Pattern                              

Alarm                                                  

Privacy masking          

Auto flip                        

Auto pan scan               

Pan speed                      

Pan rotation range         

Tilt range                      

Tilt speed                       

Control mode               

Baud Rate                       

Relative humidity           

Environment temperature     

Weight                              

Installation          

 

AC24V, 50/60Hz

15W (indoor)

128 positions

6 cruises 

40s

4 channels input & 1 channel output

24

Rotate 180° 

360° programmable

0° to 300°/s

360°continuous

90°

0° to 120°/s

RS485

2400/4800/9600/19200 bps

10-75%

0℃ to 40℃ (indoor)

4 kg (with aluminum alloy ball)

Indoor ceiling or wall mount  

 

SD Camera Auto-Tracking System



Camera specifications   

Image Inductor                                                   1/4″ SONY EX-View CCD

Scanning system                                               2:1 interlacing

Resolution                                                           ≥480TVL

Effective Pixels                                                   752 H × 582 V (440K) PAL

Sensitivity                                                            0.2Lux, F1.6, 1/3s

Iris                                                                           Auto/ Manual

Focus                                                                     Auto/ Manual

Zoom Rate                                                            22 × optical, 10 x digital

Angel of view                                                       Wide: 47°,  Tele: 2.2°

Balance compensation                                    Auto/ Manual

White balance                                                     Auto/ Manual

Gain Control                                                        Auto/ Manual

Signal-to-Noise ratio                                       ≥50dB

Video output                                                        1.0±0.2Vp-p/75Ω

Image Inductor

Effective Pixels

Synchronous Mode

VF Output

White Balance

Power Supply

Power Consumption

Weight

Mounting Style

Relative humidity

Operation Temperature

Scan System

Horizontal Resolution

Signal / Noise ratio

Electronic Shutter

Lowest Temperature 

Zooming Range

Iris

Focus

Horizontal Turning

Vertical Turning

Preset Positions

Patrol Function

 

1/4″Color CCD  

752H×582V (440000pixels)  

Internal

Compound Signal 1.0Vp-p/75Ω

Automatic/Manual

DC12V±10%  1.2A   

12VA

2Kg

Ceiling or ceiling hanging style

10-75% (under no condensing)

0℃ to 40℃

15.625KHz(H) 50Hz (V)

480 TV lines

Larger than 48 db

1/3-1/10000 seconds

0.01Lux (Day and night)/0.02Lux(Common)，AGC ON

(F3.9-f85.8 mm) 22×Optical and 10×Digital

Automatic/Manual

Automatic/Manual

0-15°/s (constant P/T: 15°/s fixed)

0-15°/s (constant P/T: 15°/s fixed)

64 Presets (max)

At best 6 cruises

Technical Specifications

High Speed Dome Camera

 
GX-2200K
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Mounting Type

Signal System

Imaging Element

Effective Pixels (H×V)

Horizontal Resolution

Synchronous Mode

Video Output

S/N Ratio

BLC

Minimum Illumination

Lens

Zoom

Video Connection

Pan/Tilt Speed

Pan/Tilt Angle

Presets positions

Control Interface

Protocols

Baud Rate

Address Range

Working Temperature

Humidity

Input Voltage

Power Consumption

Dimensions

Net Weight

Accessories

 

Desktop mounting, Ceiling mountable

PAL / NTSC

1/4” SONY Super HAD CCD

752x582 (PAL) / 768x494 (NTSC) 

480 TV lines

Internal

1.0±0.2Vp-p, S-Video

≥50dB

On/Off

1.0 Lux/F1.4

f = 4.1-73.8mm, F=1.4

18X optical, 2X digital 

RCA jack, S-Video

Pan (0.1°-200°/s), Tilt (0.1°-150°/s) 

Pan: 360°  Tilt: -30 to 90° 

PELCO-D/PELCO-P:255；VISCA:16 

RS485/422, RS232

VISCA, PELCO-P, PELCO-D

1200/2400/4800/9600/19200bps

0-255

0℃-50℃

0-95%（non-condensation）
12VDC

<10W

156×141×149mm

Desk mount 1.1kg, Ceiling mount 1.4kg

Remote controller, Power adaptor

 

Technical Specifications

Video

 

 Camera 
GX-2300T

Function

RS 485（connected with camera）、RJ45（Connected with PC）
15W

15V DC

50mm×210mm×140mm (2in×8.3in×5.5in)

0.65Kg

0~45℃
-20~50℃

Communication Mode   
Power consumpiton       

Power Supply            
Dimensions (H×W×D)

Weight

Operating temperature

Storage temperature

Technical Specifications

Speed Dome Controller 
GX-KB01

◆ Support Auto. The size is small, so the installation is very 

easy ( compact size,easy installation)

◆ Support at most 4 cameras to work at the same time. 

Supports up to 4 cameras
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